Bottom
Shaft

7.62" 0.D.

Upper

21~0" to
Bottom of Pole

Shaft 8.0"0.D.
DETAIL "D"

After Bracket Has Bee
Pole Tenon,Drill 3/8"

n Installed On
Hole Through

Bracket And Tenon. Install 3/8"x 41/2"
Hex Head Cadmium Plated Bolt, Nut
And Washer.

Standard
Concentric
Reducer

Back-up
Ring 1/8 «x |

DETAIL "E"

Back-up Ring

178" x 1"

Approved Fabricated
Reduced End Section

2 1/2" Sid. Pipe

3/8" Stesl Plate
3" Std. Pipe

For Set Screws

See Details
Below

- 3

DETAIL "B"

POLE EXTENSION

_5!1

ot 12"
Standard Pipe

3/8" Stesl Plui¢~—/,

Standard Type SGT
30',40',0r 50' Pole

DETAIL "A"

POLE TOP DETAIL

L\,

1 1/4"

~—4-5/8"x1"Cup [
Point Sq. Head
Set Screws

45°

32"

5n

1)

Min.

2"s1d. Pipe

3" 5td. Pipe

Rainhght Cap
(Removabls)

" Tm

21/2"R. Typ.

14 1/2" Dia.
Bolt Circle

Tear Drop
Pattern
Optional

STD. POLE BASE

Hand Hole
See T.5.4-17

See
Note &

Ses Note 5

See Note 3

o

A

11 Gauge 8.0"'x 38" x 30

40'-0" or 50'-0"
750 Pole 10 Gauge 10.75" x 3.875" 0.D. Min.

172" Dia: " "p"
“»

11

4-5/8" N.C Sq. Nut Welded
Over 11/16" Dia. Hole 90° Apart

! L-| :fz

FOUNDATION

DETAIL "F"

DETAIL "c"

TWIN LUMINAIRE BRACKET

AND SET SCREW DETAIL

PLAN

y—y

ge 1056"x 762" x 21-0"

40 Pole Il Gouge 9.0 x 3.4 0.D. Min.

1 G

50" Pole

50" Pole

8" Pipe—250 Wall—20-0" Long

=

4 Pipe 109" wall
10-0 Long

Ti

-188" Wall-20-0" Long
4

6" Pipe

1

L 40' Pole '

Bol

{ 4 Pipe 109" Wall

L

4"Pipe 109" Wall 10™-0" Long

NOTES:

I. All materials and con-
struction shall conform to
the requirements of the
Specifications.

Wall

2. The typg “T" Pgle shall
be a 40 or 50 pole as
per Pole Schedule on plans.

3.See T5.4-20 detail B
for anchor bolt details.
Each anchor bolt shall
have four hex nuts and
two flat washers.

4" Pipe 109"
12-150" Long

[_40' Pole '

Wall—I8-6 Long A

50 Pole

\

40' Pole
5" Pipe —258" Wall—I5-0" Long

=

6 Pipe—la8

4. Apchor bolts shall project
3 above the foundation.

5. Conduit shall project a
minimum of 2" above the
foundation. Mu:umqrn pro-
jection shall be

6. Block out for leveling nuts.
See specs, for grout.

7. Unstable soil may require
deeper foundations. See
Specifications.

40' Pole

8. Pole shall be installed
with hand hole on troffic
side.

5" Pipe —258" Wall—I2-0" Long

9. The pole, extension, and
twin luminaire bracket

m
a

of
LY
i

-_T—”

40" Pole

6" Pipe—280" Wall—I5-0" Long
50 Pole

8 Pipe—250 Wall—20-0 Long

_——

shall be fully galvanized
in accordance with ASTM
A-123,

7
g A
A\

10.A 25' coil of No. 4 AWG
bare copper conductor
shall be instolled before
the concrete is poured
and connected to pole
grounding screw in the
hand hole.

40 Pole
6" Pipe—280" Wall—15-0" Long

Il. The foundation hole shall
be augered and class "S"
(3,000 PSl)concrate
poured against undisturbed
compacted earth.

60" See
Note 7

See Note 10
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